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First  Impressions  are  Lasting 

THE  quality  of  the  entrance  and  doorways  of  your  home  reflect 
your  personal  taste.  When  you  choose  doors  substantially  made 
by  high-grade  cabinet  workers,  designed  correctly  and  adapted 
to  the  general  style  of  architecture  of  your  building,  you  create 
ar  "nsemble  which  makes  a  favorable  impression,  strong,  pleasing  and 
lasting.  The  door  looks  well;  "it  is  a  source  of  beauty  forever;"  the  door 
hangs  true  so  that  the  opening  and  shutting  of  it  is  a  real  pleasure;  the 
door  shows  no  signs  of  wear  or  weather;  it  is  solid  and  honest — an  artistic 
and  useful  door  which  does  credit  to  its  surroundings  and  gives  a  tone 
of  refinement  by  its  satiny,   rich  finish. 

Such  doors  are  MORGAN  DOORS,  upon  which  we  are  proud  to 
place  our  name.  The  following  pages  can  give  you  but  little  idea  of 
the  solidity  of  construction,  the  real  usefulness  and  artistic  beauty  of 
Morgan  doors,  because  these  characteristics  can  only  be  fully  appreciated 
by  specifying  and  using  Morgan  doors  in  your  building. 

Further  than  this,  remember  that  Morgan  doors  are  all  stamped 
with  the  name  "Morgan,"  which  is  an  absolute  guarantee  of  satisfaction. 
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Alorge^n,  Doors 

CONSTRUCTION 

"V\7"HEN    the    demand   arose     for    hardwood    doors, 

the  manufacturer  was  confronted  with  a  serious 
problem.  A  door  made  from  a  solid  piece  of  hardwood 
is  heavy  and  unwieldy,  will  warp,  twist,  open  at  the 
joints  and  cause  an  endless  amount  of  trouble. 

Hardwood  veneer  doors  solve  the  problem. 

One  of  the  most  essential  points  in  building 
hardwood  veneer  doors  is  that  all  moisture  be  eliminated. 
Every  piece  of  wood  going  into  the  door  must  be 
absolutely  dry.  After  having  once  been  dried,  this  wood 
must  be  kept  in  rooms  heated  to  a  high  degree  of 
temperature  so  that  no  moisture  can  re-enter  the  pores. 
We  have  been  able  to  accomplish  this  in  the  most 
satisfactory  manner  after  years  of  experience  and 
experimenting  along  scientific  lines. 

After  the  wood  has  been  thoroughly  prepared, 
the  cores  or  foundations  are  built  up  of  narrow  strips  of 
pine  with  edges  of  hardwood  glued  together  with  the 
very  best  of  veneer  glue  under  powerful  hydraulic 
pressure,  thus  obtaining  a  perfect  joint.  After  this  the 
cores  are  planed  to  an  even  thickness,  the  face  veneers 
are  applied  and  again  subjected  to  hydraulic  pressure  for 
a  number  of  hours.  The  core  or  center  piece  is  always 
placed  at  right  angle  to  the  veneers  so  that  swelling, 
shrinking  and  checking  is  impossible. 

In  this  way  Morgan  Company  build  "Perfect 
Doors"  and  can  afford  to  guarantee  every  hardwood 
door  they  build. 
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Materials 

THE  Veneers  used  in  the  building  of  MORGAN  Doors  are  from 
all  varieties  of  hard  and  soft  woods.  The  principal  woods  used 
are  red,  white  and  unselected  birch,  brown  ash,  plain  red  and 
white  oak,  chestnut,  yellow  pine,  quarter-sawed  red  and  white 
oak,  and  mahogany.  We  use  only  the  best  of  rotary  cut  and  sawed 
veneers.  Our  plain  oak,  brown  ash,  birch  and  yellow  pine  veneers  show 
the  beautiful  figure  of  the  rotary  cut.  Our  mahogany  and  quartered  oaks 
are  sawed  and  are  especially  selected  for  color  and  figure.  The  Wisconsin 
birch  (sometimes  called  American  mahogany)  takes  a  mahogany  stain  so 
well  that  experts  fail  to  detect  the  difference. 

The  raw  material  is  cut  in  our  own  mills  and  manufactured  under 
our  personal  supervision  so  we  can  guarantee  our  make  of  doors.  We 
stamp  our  name  "Morgan"  on  the  top  of  every  hardwood  door  we  build. 
It  is  your  guarantee  of  quality,  style  and  durability.  It  is  the  sign  of  a 
Perfect  Door. 

Select  your  designs  from  our  catalogs  and  specify  the  "Morgan 
Door"  to  your  architect  or  builder. 
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CRAFTSMAN 

DESIGN  "A" 


\  Beautiful  design  for  an 
-'*-  entrance  door  to  a  bunga- 
low, craftsman  cottage  or 
mission  residence.  This  cut 
shows  our  handsome  Wisconsin 
Brown  Ash  but  we  build  the 
door  in  other  woods.  We 
build  this  series  of  doors  with 
square  edge  stiles,  rails  and 
bars  and  laminated  flat  panels. 
The  bevel  plate  glass  is  set  with 
square  beads. 

We  are  the  designers  and 
originators  of  the  following 
series  of  Craftsman  doors.  We 
first  brought  them  out  in  our 
catalogs  and  advertisements  in 
Architectural  Magazines. 
Because  of  their  originality  and 
demand  our  competitors  have 
copied  them  in  their  catalogs. 

We  build  these  to  order 
only. 
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CRAFTSMAN 

DESIGN  "B" 


THIS,  as  well  as  Designs 
"'A"  and  "C",  is  intended 
for  an  entrance  door.  That 
it  has  been  received  well  by 
the  discriminating  and  artistic 
public  is  evidenced  by  the  large 
number  of  orders  we  receive. 
The  cut  shows  the  same 
beautiful  figured  Wisconsin 
Brown  Ash  and  style  of 
construction  as  Design  "A". 
This  door  is  built  in  other 
woods. 
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CRAFTSMAN 
design  "C" 


"V7"OU  could  not  choose 
■*■  three  handsomer  designs 
than  Craftsman  "A,"  "B"  and 
"C"  for  an  entrance  door. 
Architects  everywhere  specify 
our  line  of  Craftsman  doors 
for  the  new  type  of  residences 
they  are  designing.  They  are 
correctly  proportioned,  built 
upon  honor  and  only  the 
choicest  veneers  are  used. 
Brown  Ash,  Birch,  and  Plain 
Oaks  are  largely  used,  yet 
numerous  customers  prefer 
Quartered  Oak  or  other  woods. 


CRAFTSMAN  C 
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CRAFTSMAN 

DESIGN  "D" 


T^OR  vestibules  and  rooms 
*■  where  light  is  needed  we 
have  three  designs  correspond- 
ing to  Designs  "A,"  "B"  and 
C."  The  glass  used  should 
be  appropriate  to  the  surround- 
ings. Our  L'Art  Nouveau 
glass  is  composed  of  the  most 
beautiful  shades  of  opalescent 
art  glass  made  into  artistic 
patterns  by  skilled  artists  and 
used  by  persons  who  wish  to 
have  harmonious  effects  in  the 
treatment  of  the  finish  of  their 
homes. 
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CRAFTSMAN 

DESIGN  "F" 


DRAFTSMAN  DOOR 
^—4  Design  "E,"  is  shown  in 
early  English  Oak  on  page  26. 
Design  "F"  shown  on  this 
page  is  a  very  popular  door.  It 
has  a  panel  effect  that  many 
admire. 

While  the  cut  shows 
Brown  Ash,  we  build  the  door 
in  all  kinds  of  woods.  This 
type  is  largely  used  in  Bunga- 
lows and  buildings  where 
panelling  and  beam  work  is 
used. 
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CRAFTSMAN 

DESIGN  "G" 


A  Form  of  an  interior  door 
that  has  had  a  remarkable 
sale  for  use  in  suburban  and 
city  residences.  The  large 
panels  offer  the  opportunity  for 
showing  the  beautiful  figure  in 
rotary  cut  veener.  When  choice 
figured  Mahogany  or  Quartered 
Oak  is  used  the  effect  is  very 
rich.  The  cut  shows  Brown 
Ash,  but  the  effect  is  the  same 
in  other  hardwoods. 

All  Craftsman  Doors  are 
cabinet  work,  showing  their 
superiority  over  the  solid  stick- 
ing of  machine  work. 
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CRAFTSMAN 

DESIGN  "H" 


HPHIS  is  just  the  door  for 
-*-  Studios,  Hotels,  Apartment 
Houses,  School  Dormitories 
and  all  semi-public  buildings 
where  something  is  wanted 
that  has  character.  Cut  shows 
Wisconsin  Brown  Ash,  but  it 
can  be  built  in  other  woods. 
A  number  of  customers  have 
had  this  style  built  for  them  in 
solid  pine  with  beautiful 
laminated  yellow  pine  panels, 
showing  all  of  the  beauty  of 
the  southern  yellow  pine 
markings;  inasmuch  as  the 
wood  is  susceptible  of  using 
any  kind  of  stain  or  paint  it  is 
largely  used  in  the  cheaper 
residences. 
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CRAFTSMAN 

DESIGN  "I" 


r\ESIGNS  "C,"  "F"  and 
*—*  "I"  form  a  trio  that  when 
used  in  the  proper  places  in  a 
residence  gives  the  same  effect 
which  a  well  dressed  woman 
presents  when  her  hat,  gloves 
and  suit  match  and  the  colors 
blend.  Stain  or  fume  your 
interior  finish,  using  the  Crafts- 
man designs  and  you  will  have 
homes  of  beauty. 

Home  builders  have  three 
lines  of  these  doors  to  select 
from,  as  shown  in  the  foregoing 
illustrations,  viz: 

"A,"  "D"  and  "G" 
"B,"  "E"  and  "H" 
"C,"  "F"  and   "I". 
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BUNGALOW  ENTRANCE 
DOOR 

DESIGN  M.  114 


COMETHING  unique  and 
^  distinctly  a  "Morgan  Door" 
is  shown  on  this  page.  The 
classical  effect  of  the  upper 
panels  glazed  with  bevel  plate 
or  art  glass,  the  beautiful  grain 
of  the  long  laminated  panels 
and  the  correct  proportion  of 
the  various  stiles,  rails  and 
panels,  make  this  door  an 
exceedingly  handsome  one  for 
the  home  you  are  building. 

The  door  is  built  in  birch, 
oak  and  other  woods,  as  well 
as  brown  ash  shown  in  the  cut. 
The  method  of  manufacturing 
is  the  same  as  in  the  preceding 
Craftsman  Doors. 
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INTERIOR  DOOR 

DESIGN  M.    54 


THE  popularity  of  this  door 
is  without  parallel.  Over 
100,000  doors  a  year  of  this 
design  alone  are  shipped  from 
our  factory.  The  door  is  well 
built,  is  reasonable  in  price  and 
is  adapted  to  all  classes  of 
residences.  Standard  sizes  are 
carried  in  stock  in  unselected 
birch,  plain  red  oak  and  solid 
pine, with  laminated  yellow  pine 
panels.  We  also  build  it  in 
red  and  white  birch,  plain  white 
oak  and  brown  ash  as  a  stock 
door.  The  illustration  shows 
a  brown  ash  door.  On  page 
24  is  shown  plain  red  oak,  and 
page  25  an  unselected  birch 
in  colors.  It  has  solid  mould 
sticking  and  laminated  flat 
panels.  Can  be  flush  moulded 
if  desired  at  an   additional  cost. 


Page  lb 


M.  54 


M.  54 


AIorgeo\,  Doors 


INTERIOR  DOOR 

DESIGN    M.  54 


nPO  meet  the  demand  for  a 
-*-  high  grade,  low  priced 
quarter  sawed  oak  interior  door 
we  are  building  the  design 
shown  on  this  page.  We  use 
the  same  beautiful  splashy 
grain  veneers  that  we  use  upon 
the  specially  designed  patterns 
submitted  to  us  by  architects. 
The  extra  cost  of  this  door 
over  the  plain  sawed  oak  is 
very  small  and  we  are  having  a 
large  growing  call  for  it. 
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INTERIOR  DOOR 

DESIGN   M.  58 


ANOTHER  popular  stock 
door  is  shown  on  this  page. 
Standard  sizes  are  carried  in 
stock  in  unselected  birch  and 
plain  red  oak.  We  also  build 
it  in  red  and  white  birch,  plain 
white  oak,  brown  ash  and 
solid  pine,  with  laminated  yellow 
pine  panels. 

It  costs  but  a  trifle  per 
door  more  than  M.54  and 
many  prefer  it  on  account  of 
the  fine  figured  large  panels. 
Is  has  solid  mould  sticking  and 
laminated  flat  panels.  Can  be 
flush  moulded  if  desired  at  a 
small  additional  cost. 
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INTERIOR  DOOR 

DESIGN    M.  59 


TPHE  beautiful  splashy  grain 
-*-  of  the  quarter  sawed  oak 
is  very  much  admired  in  large 
panels  and  we  have  brought  out 
a  semi-stock  door  to  meet  the 
demand.  This  is  an  especially 
high  grade  door  but  we  have 
kept  the  cost  down  so  that  it 
is  in  the  reach  of  every  builder. 
Cut  shows  solid  sticking  and 
laminated  panels.  Can  be  flush 
moulded  at  a  small  additional 
cost. 
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INTERIOR  DOOR 

DESIGN   M.  60 


A  Favorite  with  a  great 
many.  The  single  panel 
door  is  coming  rapidly  into  use. 
The  large  panel  built  up  of  a 
number  of  thicknesses  of 
material  will  not  warp  or  check, 
but  remains  perfectly  smooth. 
The  beautiful  effect  of  the 
figure  in  our  veneers  is  shown 
better  than  in  any  other  style 
of  door. 

The  cut  shows  red  oak 
with  flush  moulding  and  flat 
panels.  It  is  built  in  other 
woods  and  also  with  a  solid 
sticking  instead  of  the  flush 
moulding,  at  a  cheaper  price. 
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INTERIOR  DOOR 

DESIGN    M.  60 


TPHIS  is  the  same  style  as  the 
-*-  door  on  the  opposite  page 
but  the  wood  used  is  Selected 
Red  Birch  stained  a  light 
mahogany.  When  used  with 
white  enameled  trim  and  finish 
the  effect  is  very  pleasing,  and 
largely  specified  by  the  leading 
architects  in  their  treatment  of 
the  Colonial  residences. 

This  door  built  also  in 
quartered  oak  is  in  constant 
demand  for  city  residences. 

The  eight  doors  shown  in 
color  will  give  an  idea  of  some 
of  the  Stains  and  their  effects. 

Many  other  shades  can  be 
used  with  pleasing  effect  to 
suit  individual  taste  when 
applied  to  any  "Morgan  Door." 
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INTERIOR  DOOR 

DESIGN    M.  60 


"VJO  other  state  in  the  Union 
-L  ^  produces  as  many  beautiful 
figured  woods  as  Wisconsin. 
There  cannot  be  found  in  the 
cheaper  woods  the  beautiful 
grain  shown  in  door  on  this 
page.  Wisconsin  brown  ash 
finished  in  light  brown,  brings 
out  the  smooth  and  porous 
surfaces  so  that  the  contrasts 
are  marked  yet  harmonious. 
Although  this  door  is  shown 
flush  moulded  we  build  it  with 
solid  mould  at  a  cheaper  price 
and  in  all  kinds  of  woods. 
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INTERIOR  DOOR 

DESIGN    M.  59 


HPHE  manufacturers  of  up  to 
-*-  date  furniture  have  dis- 
carded the  shiny,  varnished 
surfaces  and  are  using  softer 
tones  with  dull  finish.  Fumed 
oak  like  that  shown  on  the 
door  illustrated  on  this  page  is 
largely  used.  Brown  ash  and 
the  quartered  oaks  could  be 
treated  in  this  manner  with  the 
best  of  success.  The  materials 
used  in  finishing  should  be  of 
the  very  best  or  your  handsome 
doors  will  be  ruined.  Only 
first  class  workmen  should  be 
employed. 
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INTERIOR  DOOR 

DESIGN    M.  54 


THE  plain  rotary  cut  oak 
veneer  used  on  this  door 
is  susceptible  of  a  light  natural 
finish  as  it  is  free  from  blem- 
ishes and  discolorations  and 
runs  very  uniform  in  color. 

There  is  something  about 
the  natural  finish  on  light 
colored  woods  that  lends  an 
air  of  cheerfulness  to  any  room. 
The  door  should  be  rubbed 
down  so  as  to  remove  the  glossy 
surface. 
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INTERIOR  DOOR 

DESIGN  M.  54 


Vy  ISCONSIN  produces  the 
*  »  beautiful  birch  tree  from 
the  logs  of  which  we  cut  the 
unselected,  white  and  red  birch 
veneers.  The  door  shown  on 
this  page  is  the  unselected  birch 
treated  with  a  medium  mahog- 
any stain.  It  is  a  very  popular 
method  of  finishing  this  wood. 
As  you  will  notice,  it  is  a  very 
close  imitation  of  mahogany. 
The  difference  in  shading  is 
due  to  the  colors  in  the 
unselected  birch.  Red  birch 
would  produce  an  even  color. 


M.  54 
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CRAFTSMAN 

DESIGN  "E" 


TN  the  ancestral  homes  in 
A  "Merrie  England"  one  sees 
the  panelled  wainscoting, 
beamed  ceilings  and  massive 
doors  made  from  century  old 
oak,  darkened  by  age  and  con- 
tinual polishing.  This  effect 
can  be  produced  by  treating 
our  doors  with  Early  English 
Oak  Satin. 

The  oak  Craftsman  door 
shown  on  this  page  has  the 
cabinet  style  of  finish  and  is 
peculiarly  adapted  for  those 
rooms  where  the  antique  effect 
is  wanted. 
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INTERIOR  DOOR 

DESIGN    M.  61 


A  Revival  of  the  Colonial 
brought  out  this  design. 
Man}-  orders  for  houses  built 
in  suburbs  of  large  cities  con- 
vinces us  that  this  style  is  being 
appreciated  by  the  architect 
and  home  builder.  The  beau- 
tiful veneer  taken  from  a  single 
flitch  does  not  show  a  joint  in 
this  quartered  oak  door.  The 
color  used  in  illustrating  is 
golden  oak.  The  wide  stiles 
and  bottom  rail  are  proportion- 
ed to  the  long  panels.  All  of 
our  doors  are  designed  by 
experts  in  our  line  of  business 
and  the  purchaser  can  rest 
assured  that  he  is  getting  the 
correctly  porportioned  article 
when  he  uses  a  "Morgan 
D  o  o  r." 
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SANITARY  DOOR 

DESIGN  M.  115 


REPEATED  requests  from 
hospital  authorities  induced 
us  to  bring  out  this  type  of  a 
door.  Covered  with  a  single 
sheet  of  veneer  prevents  any 
dust  or  disease  germs  from 
finding  lodgement.  The 
beautiful  figured  red  birch  takes 
a  dark  mahogany  stain  so  well 
that  even  experts  are  deceived 
as  to  the  nature  of  the  wood. 
There  is  no  door  that  is  as  well 
adapted  for  hospital,  school  and 
public  buildings  as  the  "Sanitary 
Door." 

This  door  is  built  in 
different  woods  to  suit  the 
wants  of  the  purchaser. 
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SANITARY  DOOR 

DESIGN  M.  115 


W/"E  have  inserted  this  cut 
*  "  of  the  Sanitary  Door  to 
show  how  the  door  looks  in 
Wisconsin  Brown  Ash.  This 
door  is  so  built  that  it  cannot 
warp,  being  constructed  of 
narrow  strips  properly  tongued 
and  grooved.  It  is  doweled 
the  same  as  all  of  our  doors 
and  cross  banded  as  well,  before 
the  final  application  of  the  face 
veneer.  The  surface  is  per- 
fectly even  and  smooth. 

This  kind  of  wood  can  be 
finished  in  Early  English  Oak 
or  fumed,  leaving  a  dull  finish. 
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COLONIAL   INTERIOR 
DOOR 

DESIGN    M.  51 


THERE  is  a  big  demand  for 
this  style  of  door  on  account 
of  the  revival  of  Colonial 
architecture.  Our  cut  shows 
Wisconsin  Brown  Ash  with 
solid  cove  and  bead  moulding 
and  flat  panels.  Very  often 
we  can  obtain  the  beautiful 
wavy  figure  shown  in  the 
bottom  panels. 

We  build  this  door  in 
birch,  oak,  mahogany  and  other 
woods. 
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COLONIAL   INTERIOR 
DOOR 

DESIGN  M.  116 


!  IKE  the  door  shown  on 
-*— '  Page  27,  this  is  intended 
for  modified  forms  of  the  late 
Colonial  residence.  The 
narrow  ■  panels  and  mullions 
give  the  door  an  effect  of 
height,  making  it  possible  to 
use  shorter  doors  when  com- 
bined with  narrow  panel 
wainscoting.  The  effect  is  very 
pleasing. 

The  cut  shows  cove  and 
bead,  solid  mould  and  flat 
panels.  We  build  this  door 
in  other  woods  than  the  plain 
oak  shown. 
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CRAFTSMAN  DOOR 

DESIGN  M.  117 


A  Beautiful  form  of  a  sash 
-<*■  door  used  largely  between 
dimly  lighted  rooms.  Can  be 
glazed  with  prism,  Florentine, 
Colonial  or  any  form  of  glass, 
as  well  as  bevel  plate  shown  in 
cut.  The  illustration  shows 
Red  Birch,  square  edge  stiles, 
rails  and  bars  with  stops  to 
hold  glass.  We  build  it  in 
other  woods  as  well,  with 
bottom  rail  wider  if  desired.  " 
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ENTRANCE  OR 
VESTIBULE   DOOR 

DESIGN  M.  108 


/^\UR  cut  shows  beautiful 
^^  splashy  quartered  oak  door 
with  small  egg  and  dart 
moulding  to  properly  secure 
the  glass.  The  wide  stiles  and 
bottom  rail  give  to  the  door 
strength  and  beauty.  We 
build  this  door  in  different 
woods.  There  are  no  mould- 
ing* to  project  beyond  the 
surface,  so  it  is  often  preferred 
to  other  forms  of  single  light 
doors. 
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Alorga^rv  Doors 


ENTRANCE  DOOR 

DESIGN  M.  139 


'  I  ""HE  entrance  door  is  often 
-*•  an  index  to  the  character 
of  the  doors  and  finish  in  the 
interior,  just  as  a  man's  coun- 
tenance is  an  index  to  his 
character. 

The  heavy  raised  egg  and 
dart  moulding,  and  beautiful 
raised  carvings  around  the  oval 
light,  with  wide  stiles  and 
bottom  rail,  make  this  door 
very  showy  and  a  big  seller. 

Red  Oak,  as  shown  in  the 
cut,  is  the  favorite  wood,  but 
it  is  also  built  in  Birch,  Ash 
and  the  Quartered  Oaks. 
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ENTRANCE  OR 
VESTIBULE   DOOR 

design  M.  89 


A  Popular  low  priced  front 
door  is  shown  on  this 
page.  Veneers  one-fourth 
inch  thick  makes  it  very 
durable  when  exposed  to  the 
weather.  The  long  glass  panel 
should  be  bevel  plate  although 
plain  double  strength  and  lace 
pattern  are  often  used.  The 
wide  stock  in  the  stiles  makes 
our  doors  preferable  to  others 
as  there  is  plenty  of  room  for 
any  kind  of  modern  lock  and 
hardware. 

The  illustration  shows  red 
oak,  but  we  also  build  this 
design  in  birch,  ash  and  other 
hardwoods. 


M.  89 
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ENTRANCE   DOOR 

DESIGN  M.  209 


THIS  door  is  beautiful  in 
design,  unequalled  in  con- 
struction and  in  elegance  of 
finish.  The  oval  light  and 
panel  is  preferred  by  many  to 
the  square  light  like  that  on 
the  opposite  page.  It  has  the 
same  decorated  raised  moulding 
and  thick  veneers  as  the  doors 
on  pages  thirty-four  and  thirty- 
five. 

While  the  cut  shows  plain 
red  oak  it  looks  equally  as  well 
in  birch,  ash  and  the  other 
hardwoods. 
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ENTRANCE  DOOR 
design  M.  189 


TN  selecting  the  doors  for 
-*•  your  home  keep  in  mind 
the  fact  that  they  should  be 
selected  for  their  character  and 
should  be  in  harmony  with  the 
architectural  motif. 

This  pattern  and  M.  89 
shown  on  page  thirty-five  are 
the  leading  styles  for  homes  of 
the  many.  By  making  several 
thousand  doors  at  a  time  we 
are  enabled  to  put  it  upon  the 
market  at  a  very  low  price,  yet 
at  the  same  time  present  a 
door  perfect  in  manufacture, 
of  splendid  design  and  of 
beautiful  woods. 
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ENTRANCE  DOOR 

DESIGN  M.  113 


HPHIS  is  a  product  of  the 
A  Morgan  shop;  the  super- 
iority of  such  a  design  is  at 
once  apparent  to  the  discrimi- 
nating eye.  The  fact  that 
"Boston"  alone  draws  upon  us 
for  thousands  of  these  doors 
should  prove  to  the  more 
skeptical  that  it  is  artistically 
correct. 

Our  illustration  shows  the 
beautiful  quartered  oak  but  it 
also  built  in  cheaper  hardwoods. 
Raised  mouldings,  thick  panels 
and  heavy  dentilled  water  table 
add  to  its  beauty. 
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ENTRANCE  DOOR 

DESIGN  M.  109 


THIS  design  of  door  gives 
significance  to  the  fact 
that  it  is  the  design  partly  that 
makes  "Morgan  Doors"  dif- 
ferent from  other  doors  and 
makes  this  difference  a  recog- 
nized point  of  superiority.  Like 
our  M.  89  and  M.  189  it  is  in 
great  demand.  The  neat 
carving  and  stool  below  the 
long  glass  panel  gives  it  a 
finished  appearance. 

While  our  cut  shows  plain 
red  oak  we  build  it  in  birch, 
ash  and  other  hardwoods. 
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ENTRANCE  DOOR 

DESIGN  M.  103 


TO  the  guest,  the  first  and 
last  glimpse  of  the  home 
is  of  the  front  door.  Our 
labors  are  exerted  in  bringing 
out  the  right  result  in  its 
furnishing. 

Giving  light  enough  for 
the  ordinary  entrance,  the  lower 
portion  has  been  so  panelled 
that  it  presents  an  air  of  solidity. 
It  is  largely  built  in  quartered 
oak  on  account  of  the  great 
beauty  of  that  wood.  With 
raised  mouldings  on  frame  and 
panel,  a  neat  dentil  stool  and 
wide  stock  in  its  stiles  and  rails 
this  door  is  equaled  by  none. 
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ENTRANCE  AND 
VESTIBULE    DOOR 

DESIGN  M.  Ill 


HPHE  fitness  of  things  demands 
*■  our  co-operation  with  the 
home-builder  in  modelling  and 
building  entrance  doors  suitable 
for  every  taste  and  environment. 
Our  design,  while  low  in  price, 
is  suitable  for  the  home  costing 
thousands  of  dollars.  It  har- 
monizes with  our  special  line 
shown  on  pages  eighteen, 
nineteen  and  twenty-three. 

The  cut  shows  plain  red 
oak  but  it  is  built  in  birch,  ash 
and  quartered  oak  as  well. 
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ENTRANCE  AND 
VESTIBULE   DOOR 

DESIGN  M.    95 


THE  good  door  is  part  of  the 
doorway  and  of  the  house; 
it  cannot  harmonize  with  both 
unless  it  be  correctly  designed 
and  correctly  built.  It  should 
combine  strength  with  beauty, 
good  design  with  serviceability. 

The  beautiful  wreath  and 
dentilled  water-table  add  to  the 
beauty  of  the  entrance  door. 
Produced  in  large  quantities, 
we  are  enabled  to  market  it  at 
a  minimum  of  cost. 

Our  illustration  shows  the 
beautiful  close  grained  birch, 
but  it  is  also  built  in  other 
woods. 
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ENTRANCE  AND 
VESTIBULE   DOOR 

DESIGN  M.  112 


A  Beautiful,  well  made  door 
will,  more  than  any  other 
one  thing,  give  a  dignified, 
refined  and  substantial  effect 
to  your  home.  Originally 
designed  for  the  many  cottage 
homes  it  has  been  used 
successfully  in  the  more  pre- 
tentious buildings. 

Our  illustration  shows 
"Wisconsin  Birch,"  but  we 
are  building  it  in  other  hard- 
woods. 


M.  112 
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SIDELIGHTS 

DESIGN  M.  108 

T^HIS  sidelight  was 
*■  designed  to  go 
with  our  M.  108,  89 
or  109  shown  on 
previous  page  thirty- 
five,  when  used  in  a 
colonial  residence.  It 
is  correctly  proportion- 
ed and  would  look  well 
filled  with  bevel  plate 
art  glass.  Cut  shows 
plain  red  oak,  but  it  is 
built  in  all  kinds  of 
wood  to  match  door. 


SIDELIGHTS 

DESIGN  M.   106 

HPHIS  beautiful  oval 
-■•  light  sidelight  is 
adapted  to  any  form  of 
an  oval  light  door.  Can 
be  glazed  with  bevel 
plate  as  shown  or  some 
beautiful  design  in  art 
glass. 

Our  cut  shows 
plain  red  oak,  but  it  is 
built  in  woods  to  suit 
the  door. 
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Side  Light  189 


Alorgajx  Doors 


SIDELIGHTS 
design  M.  189 

CAN  be  used  with 
our  M.  189  or  M. 
89  as  well.  It  is  neat 
in  design  and  is  largely 
used  where  a  limited 
amount  of  light  is 
demanded.  Our  cut 
shows  plain  red  oak, 
but  it  is  always  built  to 
match  the  wood  of  the 
entrance  door. 

The  moulding 
around  the  glass  can  be 
made  same  as  around 
panel  if  desired. 


SIDELIGHTS 

DESIGN   CRAFTSMAN 

T^HIS  pattern  har- 
monizes with  our 
No.  117  shown  on 
page  thirty-two  or  any 
of  the  Craftsman  doors 
shown  on  pages  seven, 
eight  and  nine.  The 
glazing  should  be  bevel 
plate  as  shown  and  the 
wood  to  match  the 
entrance  door. 
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Craftsman'  Side  Light 


Morgan,  Doors 


MIRROR  OR 
INTERIOR  DOOR 

DESIGN    88 


'  I  "'HIS  door  is  intended  as  a 
-*•  vestibule  or  interior  door. 
It  can  be  prepared  for  a  mirror 
as  shown  on  the  opposite  page 
by  inserting  one  of  our  lami- 
nated panels.  We  are  having 
a  big  demand  for  this  especial 
pattern  to  go  with  our  M.  60 
door  shown  on  pages  twenty, 
twenty-one  and  twenty-two  as 
a  vestibule  or  mirror  door. 

The  cut  shows  brown  ash, 
but  can  be  made  in  any  wood. 
The  plain  trim  sets  off  the 
beauty  of  the  door. 
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Alorga^rt  Doors 


HTHE  Mirror  Door  is  built 
-*■  with  a  mirrror  on  one  side 
and  arrangement  of  panels  on 
opposite  side  to  correspond 
with  the  balance  of  the  doors. 
Used  as  a  closet,  drawing  room 
or  bath  room  door,  it  takes  no 
additional  space,  beautifies  the 
room  and  furnishes  the  luxury 
of  a  full  length  mirror  at  a 
very  small  expense. 


M.  88 
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Care  of  Hardwood  Doors 


jA  LL  wood  is  porous  and  the  drier  and  more  thoroughly  seasoned  it  is,  the  more  readily 

/^k         it  absorbs  moisture  and  is  affected  by  climatic  conditions.     For  instance,  when  an 

/     m^       unfinished   hardwood    door    is    placed    in   a   damp   room,    it   quickly   absorbs     the 

£         ^^    moisture  in  the  air,  consequently  expands  or  swells,  and  when  it  returns  to  normal 

"^       ~^^  conditions    (that  is,    when   the   moisture    is    all    dried    out),  the    door  is    warped 

and  twisted  all  out  of  shape,  the  joints  open,  etc.,   and  it  takes  much  time  and 

work  to  repair  the  damage.     This  could  easily  have  been  avoided,  if  only  a  little  precaution  and 

care  had  been  exercised  in  the  handling  of  the  door. 

In  the  first  place,  just  as  soon  as  the  door  is  taken  from  the  depot,  have  a  finisher 
give  it  at  least  one  coat  of  filler;  two  are  better,  but  one  will  do.  The  reason  for  this  is  that 
the  door  is  shipped  "in  the  white"  with  all  the  pores  of  the  wood  open  and  ready  to  absorb 
moisture  unless  protected.  The  packing  protects  it  during  shipment,  but  after  this  is  removed 
the  filler  must  be  quickly  applied. 

Finally,  Don't  Hang  lour  Door  in  a  Damp,  Freshly  Plastered  Building.  This  refers 
not  alone  to  doors,  but  to  all  kinds  of  fine  interior  finish.  Mortar,  as  you  know,  contains  large 
quantities  of  water  and  until  the  moisture  has  dried  out  of  the  walls,  the  house  is  not  healthy 
to  live  in  and  not  fit  for  occupancy.  Neither  is  it  in  the  right  condition  to  receive  hardwood 
doors  or  any  other  fine  woodwork  quickly  affected  by  climatic  conditions,  and  the  manufacturer 
should  not  be  blamed,  if  the  product  upon  which  every  care  is  exercised  in  the  making  is  not 
handled  properly  upon  arrival  at  destination. 

Where  possible,  it  is  always  well  to  have  a  little  artificial  heat  to  help  dry  out  the 
building  before  a  hardwood  door  is  hung.  After  the  door  is  hung  and  no  more  "fitting"  is  to 
be  done  on  it,  it  is  an  excellent  plan  to  cover  the  ends  of  the  stiles  (both  top  and  bottom)  with 
at  least  one  coat  of  good  paint.  This  will  prevent  moisture  from  entering  the  "end  pores"  of 
the  wood. 

A  good  filler  should  be  used. 

If  the  above  hints  and  suggestions  are  carried  out  after  the  door  leaves  our  hands,  we  can  positively 
guarantee  every  "Morgan"  Hardwood  Door  to  be  "a  perfect  door,"  and  what  is  more,  it  will  stay  "perfect" 
and  prove  a  lasting  thing  of  beauty. 
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May   20,    1910. 


F .   L .  Head ,    Jr . , 

Room  37o  U.   S.   Patent  Office, 

Y/ashington,   D.   C. 

Dear  Sir:- 

A  copy  of  our  catalog  "The  Door  Beautiful"  goes  forward  to  you 
in  today's  mail.   Many  thanks  for  the  inquiry. 

The  door  is  the  most  prominent  detail  of  a  room  and  nothing  so 
adds  to  or  lessens  its  attractiveness.  Ideal  interiors  are  often  ruined 
■because  of  doors  in  discord  with  the  architectural  motif. 

In  Morgan  Hardwood  Doors  you  secure  something  totally  different 
from  the  ordinary  commercial  product.   They  are  designed  by  artists,  pos- 
sessing that  beauty  of  line,  harmony  in  proportion,  and  refinement  in 
design  that  only  artists  know  how  to  produce. 

In  the  front  of  our  book  you  will  find  information  regarding 
the  building  of  Morgan  Doors,  and  which  explains  why  our  doors  can 
properly  be  called  "Perfect  Doors".   The  different  designs  we  are  build- 
ing harmonize  with  any  style  of  architecture  for  interior  decorations. 
They  are  as  well  made  as  they  are  handsome.   Only  the  very  highest  grade 
of  well  seasoned  material  is  used.   None  but  skilled  artisans  are  em- 
ployed in  their  manufacture.   Ask  your  architect  to  specify  "Morgan 
Doors" , 

Morgan  Company  are  the  only  manufacturers  of  hardwood  doors 
who  have  confidence  enough  in  their  product  to  stamp  their  own  name  on 
the  top  edge  of  every  hardwood  door  they  build.   Finding  the  name 
"Morgan"  on  the  top  rail  insures  your  getting  the  quality  of  doors  you 
pay  for,  and  it  is  your  unconditional  guarantee  of  a  "perfect  door". 
Any  door  of  our  make  failing  to  give  entire  satisfaction  is  replaced  by 
us  free  of  charge.   To  be  sure  that  no  other  door  is  substituted  for  a 
"Morgan  Door"  look  for  the  name  "Morgan"  on  the  top  rail. 

If  your  dealer  is  unable  to  furnish  you  with  "Morgan  Doors" 
send  us  a  schedule  of  your  requirements  and  we  will  estimate  on  the 
work,  quoting  you  attractive  prices.   We  are  prepared  to  build  promptly 
doors  of  any  design  your  architect  might  specify. 

Trusting  that  we  may  hear  from  you  in  reference  to  the  door 
question,  we  are, 

Yours  truly, 


^MORGAN  ^^ 


MORGAN  COMPANY. 
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(morgan)     is  lJ0ur 

guarantee  of    ^•<>^e^s^^^/:   perfection — 

the  Manufacturer's  Pledge  of  Quality 

in  Hardwood  Doors 

CAUTION— To  be  sure  that  no  other 
Door  is  substituted  for  a  Mor- 
gan Door  always  look  for 
the  name  "Morgan" 
on  the  Top 
Rail 


F.   L.   Head,    Jr., 2 

P.   S.     We   suggest  you  see 
J.   Carey  King,    #37   New  York  Ave., 
H.   E.,    your   city  who  i s  handling 
our   doors  and  will  be   glad   to   quote 
you  prices.      The    list  /?£90  will    give 
you   something   of    an   idea   as    to   the 
cost    and  should    the   dealer  not    tell 
you  all  you  want   to   know  about  a 
Morgan  door,    send  us  a   schedule  of 
your  requirements    and  we  will   give 
you   our  estimate   direct    f r  an   this 
office.     Keep   in  mind  Morgan   doors 
can  always  be  bought   from  Morgan"" 
Company. 

11.   Co. 


WHY  NOT  HAVE 
BEAUTIFUL  DOORS? 


It  is  so  trite  that  "a  chain  is  no  stronger 
than  its  weakest  link,"  that  nobody 
questions  it.  And  get  the  principle 
which  underlies  it  is  violated  every  dap  in  a  hundred  ways.  For  instance, 
in  the  interior  fittings  of  a  house,  how  many  times  the  lack  of  attention  to 
one  important  detail  weakens  the  whole  effect.  The  MORGAN  COM- 
PANY, of  Oshkosh,  Wisconsin,  have  a  message  of  importance  to 
CRAFTSMAN  readers  and  other  sensible  people  too  for  that  matter,  in 
this  issue.  They  are  proprietors  of  a  very  large  plant  in  which  are  manu- 
factured doors.    Doors! 

Stop  and  think  for  a  minute  what  this  means.  It  means  that  every 
room  in  your  house  must  have  at  least  one  and  probably  has  several  doors. 
These  can  be  great  factors  of  beauty  or  mere  blots  on  the  whole  scheme, 
just  as  they  are  in  themselves  beautiful  and  harmonious  with  their  sur- 
roundings, or  otherwise. 

The  doors  made  by  the  Morgan  Company  are  the  results  of  years  of 
experiments  and  experience,  and  are  made  in  various  woods  and  styles  to 
suit  the  style  of  interior.  Birch,  red  or  white  oak,  either  plain  or  quarter- 
sawed,  and  brown  ash  are  all  used  in  a  beautiful  variety  of  effects. 

The  method  of  making  these  doors  Insures  a  solid,  lasting  result.  The 
veneers  are  all  laid  at  right  angles  to  the  grain  of  the  base  and  shrinking, 
warping  or  swelling  are  made  Impossible. 

Speak  to  your  architect  about  Morgan  Doors  and  for  your  own  sake 
send  to  the  Company  for  one  of  their  illustrated  catalogues. 

Editorial  in  July  Issue  of  "The  Craftsman"  Magazine. 
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